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•HighCurrentCapacity

•RuggedConstruction

•Safety

•Serviceability

Heavy Duty MIL-DTL-22992, Class L
LargeCircularforMilitary&Industrial

Condition Configuration Description Reference

ThermalShock Unmated Fivecompleteonhourtemperaturecyclesof
–55°C to +125°C

MIL-STD-1344, method 
1003, test condition A

Moisture Resistance 
(Cablemountedconnectors) Mated

Tencomplete24hourcyclesof+25°Cto+65°C
temperatureat90%to98%humidity

MIL-STD-202, method 
106

Durability Mated 500completemating/unmatingcycles MIL-DTL-22992

SaltSpray(Corrosion) Unmated 48hourexposuretoatomized5%salinesolution
at +35°C

MIL-STD-1344, method 
1001

Vibration Mated
10to55Hz,.06inchtotalexcursionin1minute
cyclesfor6hours,55to2000Hz,10Gpeak
amplitudesweep

MIL-STD-1344, method 
2005

High Impact Mated
Ninehammerblowsfrom1,3and5feet,three
each in three axes on mounting panel

MIL-STD-202, method 
207

HeatRise(ClassLonly) Mated
Maximum rated DC current for four hours at 
+25°C in still air

MIL-DTL-22992

Fluid Immersion Unmated 20hoursimmersioninhydraulicfluidand
lubricating oil

MIL-DTL-22992

Water Immersion MatedandUnmated 4 hours immersion at 1 atmosphere pressure 
differential

MIL-DTL-22992

Amphenolmeetsthedemandsforheavyduty&heavypowerconnectors
withfeaturesthatarecriticaltoreliableinterconnectioninrugged
environmentalconditions.HeavyDutyClassL*connectorsarehighly
suitableforindustrialormilitaryapplications.

• Heavyelectricalloads:currentrangefrom40to200amperes
• Directcurrentorsingle/threephase,60/400Hertzalternatingcurrent
• Automaticgroundingforsafety
• MeetMIL-DTL-22992qualification
• Resistancetotheoperatingenvironmentsofheat,moisture,vibration,

highimpactandimmersion-seechartbelow.
• Double stub coupling threads for faster connections; no cross 

threading,easycleaning
• Lefthandaccessorythreadstominimizecabletwisting,wirebreakage,

accidentalconnectordisassembly
• Gasketsor“O”ringsatappropriatesurfacesforperfectweathertight

connections

Amphenolalsosuppliesotherseriesofheavydutycylindricalconnectors:

• QWLDSeries-MilitaryMIL-DTL-22992qualifiedconnectorsandindustrialequivalents.
• QWLSeries-Amorecompactheavydutydesignforindustrialpowerandcontrolapplications.
• Star-Line,Star-LineEXSeries-Industrialhighpowercirculars.
SeetheOptions/Otherssectionofthiscatalogformore 
informationontheseseries.

*AmphenolClassLdesigniscoveredbyoneormoreofthe 
followingU.S.PatentNumbers:3,023,396,3,221,292

Amphenol Heavy Duty Class L connectors have been exposed to the following environmental  
conditions, without compromise of mechanical integrity or degradation of electrical performance.

Class L Connectors  

on a Power Unit

Class L Plug  

and Receptacle

Product Features, Benefits and 

Specifications
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Heavy Duty MIL-DTL-22992, Class L
ProductIntroduction&Features

ShellStyles TheAmphenolClass“L”heavydutyconnectorsarethelargest
sizecylindricals.Theyareavailableonlyinthespecific
configurationsprescribedbyMIL-DTL-22992foreithermilitary
orindustrialapplications.Thisrigidconfigurationcontrolassures
correctinterconnectionofelectricalcircuitsformaximumsafety
andreliability.Controlledparametersinclude:

• Connector shell style and contact type - Wall mount and 
cableconnectingreceptaclesaresuppliedwithsocket
contactsonly,andalwaysleadfromthepowersource.Plugs
(withcouplingrings)havepincontactsonly,andalwayslead
totheequipmentend.

• Shell size - The direct relationship of shell size to current 
carryingcapabilityreducesthepossibilityofinadequate
wiringforheavyelectricalloads†.

Design features of Amphenol Class L provide:

• Greatest Capacity - Current ranges 40 to 200 amps, 
conductorsizes6to4/0.

• Safety - Complete protection of personnel and equipment if 
connectorsareinadvertentlydisconnectedunderload.

• Foolproof Mating-Designincorporatesvoltage,current,
frequency,phaseandgroundingrequirements

• Standardization-MIL-DTL-22992ClassLinsertarrange-
mentsspecifyconnector/cablecombinationsformaximum
reliability.

• Serviceable Contacts-Contactsarenormallycrimpedto
thecablebeforeconnectorassembly.Noinsertiontools
required.Bushingsareavailabletoadaptsmallerdiameter
wirestolargercontacts.

• Arc Quenching Design-Recessedsocketcontactswithin
theinsertcreateanarcsuppressingchamberwhichprotects
theuserwhenconnectorsareseparatedunderload.

• Programmed Coupling Sequence - Grounding and neutral 
contactsengagebeforepowercontacts.

• Waterproof Design - A unique combination of grommets 
andsealsprovideswaterproofinginanycondition-matedor
unmated,cappedoruncapped.

• Rugged Construction - Machined from high strength 
aluminum.Straight-lineattachmentofaccessorieseliminates
possibilityofcabletwistingormisalignment.

• Accessories-SuppliedwithallClassLconnectorsas
indicatedontheindividualconnectordescriptions.Replace-
mentaccessoriesmaybeorderedseparately.Seepages
472and473.

Shell Size Current Rating (Amperes) Contact Size

28 40 6

32 60 4

44 100 1/0

52 200 4/0

• Keyway Position-Fourpositionsofthemainkeywayare
usedtodiscriminatebetweenthefollowingpowersources: 
 twowireD.C. 
 twowiresinglephaseA.C. 
 threewiresinglephaseA.C. 
 fourwirethreephaseA.C.

• Insert rotation-Whencarryingalternatingcurrent(A.C.),
differentangularrotationsoftheinsertwithintheconnector
shellareusedtodistinguishbetween60Hertzand400Hertz
circuits.

Cable Connecting  
Receptacle 
withoutCouplingRing

WallMountPlugwith
Coupling Ring 
(equipmentend)

Straight Plug

Wall Mount 
Receptacle 
(powersource)
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Heavy Duty MIL-DTL-22992, Class L
Insert Arrangements

Contacts:

Position Size
Pin 

M39029/48
Socket 

M39029/49

A, B, C 6 -317 -329

N, G 6N -318 -329

Shell Size 28, 40 amp rating

A N

C B

G

Cable:

28-12 IPCEA,typeG,round,four#8conductors

28-13 CO-04HDF,(4-6-4/12R)1090perMIL-DTL-3432

28-12, 28-13 

ThreephaseAC,4wire,grounding

Contacts:

Position Size
Pin 

M39029/48
Socket 

M39029/49

A 4 -320 -331

N 4N -321 -331

G1, G2 6N -318 -329

Shell Size 32, 60 amp rating Cable:

32-04 IPCEA,typeG,round,two#6conductors

32-05 CO-02HDF,(2/4-2/8R)1100perMIL-DTL-3432

32-04, 32-05 

SinglephaseAC,2wire,grounding

G1

N A

G2

Contacts:

Position Size
Pin 

M39029/48
Socket 

M39029/49

A, B, C 4 -320 -331

N 4N -321 -331

G 6N -318 -329

Shell Size 32, 60 amp rating
Cable:

32-12 IPCEA,typeG,round,four#6conductors

32-13 CO-04HDF,(4/4-4/12R)1290perMIL-DTL-3432

32-12, 32-13 

ThreephaseAC,4wire,grounding

Contacts:

Position Size
Pin 

M39029/48
Socket 

M39029/49

A 1/0-1 -323 -333

N 1/0N-1 -324 -333

Shell Size 44, 100 amp rating

Cable:

44-02 IPCEA,typeW,round,two#2conductors

44-03 CO-02HDF,(2/1)1385perMIL-DTL-3432

44-02, 44-03 

28VoltsDC,2wire

A

N

IPCEA–InsulatedPowerCableEngineersAssociation Contact Legend

6 4 1/0 4/0

C

A N

B

G
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Heavy Duty MIL-DTL-22992, Class L
Insert Arrangements

Contacts:

Position Size
Pin 

M39029/48
Socket 

M39029/49

A, B, C 1/0-1 -323 -333

N 1/0N-1 -324 -333

G1, G2, G3, G4 6G -319 -330

Shell Size 44, 100 amp rating

Cable:

44-12 IPCEA,typeG,round,four#2conductors

44-13 CO-04HDF,(4/1-4/8R)1620perMIL-DTL-3432

44-12, 44-13 

ThreephaseAC,4wire,grounding

A

G4 G1

G3 G2

B

C N

Contacts:

Position Size
Pin 

M39029/48
Socket 

M39029/49

A, B, C 1/0-1 -323 -333

G 1/0N-1 -324 -333

Shell Size 44, 100 amp rating
ForNavyGroundSupportEquipmentuseonly.

Cable:

44-51
AvailableinMS90556&MS90557only 
IPCEA,typeW,round,four#1conductors

44-52
AvailableinMS90556only 
IPCEA,typeW,round,four#2conductors

44-56
AvailableinMS90556only 
IPCEA,typeW,round,four#6conductors

44--50, 44-51, 44-52,44-56 

ThreephaseAC,3wire,grounding

A

G B

C

44-50
AvailableinMS90555&MS90558only 
4each#1conductors

Contacts:

Position Size
Pin 

M39029/48
Socket 

M39029/49

A, B, C 4/0 -327 -335

N 4/0N -328 -335

G1, G2, G3, G4 4G -322 -332

Shell Size 52, 200 amp rating

Cable:

52-12 IPCEA,typeG,round,four#4/0conductors

52-13
CO-04HDE,(4/0000-4/4R)2380 
per MIL-DTL-3432

52-12, 52-13 

ThreephaseAC,4wire,grounding

A

B

G4 G1

C N

G3 G2

IPCEA–InsulatedPowerCableEngineersAssociation Contact Legend

6 4 1/0 4/0
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Heavy Duty MIL-DTL-22992, Class L
Alternate Positioning

Class L Insert Rotations

Insert 
Arrangements

Keying Position 
(degrees from normal position)

DC or 60 Hz 
Normal

400 Hz

W X Y Z

28-12 0 – – 180 –

28-13 0 – – 180 –

32-04 0 – 90 – –

32-05 0 – 90 – –

32-12 0 – – 180 –

32-13 0 – – 180 –

44-12 0 – – – 60

44-13 0 – – – 60

44-50 0 – – – –

44-51 0 – – – –

44-52 0 – – – –

44-56 0 – – – –

52-12 0 300 – – –

52-13 0 300 – – –

Alternate Insert Rotations 
Toavoidcross-pluggingproblemsinapplicationsrequiring
the use of more than one connector of the same size and 
arrangement,alternateinsertrotationsareavailable. 
Asshowninthediagramsbelow,positionW,X,YandZ
arepossiblerotationsoftheinsertwithinClassL
connectors.Thefrontfaceofthepininsertisrotatedwithin
theshellinaclockwisedirectionfromthenormalshellkey.
Thesocketinsertwouldberotatedcounter-clockwisethe
same number of degrees in respect to the normal shell 
key.

Seehowtoorderonnextpage;thekeyingpositionletter
W,X,YorZgoesattheendofthepartnumber.

B

A

A B A

B

A

B

Position W Position X Position Y Position Z

Viewslookingintofrontfaceofpininsertorrearofsocketinsert.

AlternateMasterKey/KeywayRotations
Anotheroptionforpreventingcross-matingof
incompatibleconnectorvoltagesistochoosean
alternaterotationofthekey/keywaypositionsofthe
connectorshell.Thediagrambelowshowspositions1,
4,5and6forthemasterkey/keyway.

Seehowtoorderonnextpage;thealternatemaster
key/keywaypositionisStep4inbuildingapartnumber.

4

5

6

N
Normal

1

MASTER
KEYWAY

TYPICAL
SOCKET
ARRANGEMENT

15
REF

front face of receptacle shown

Note that insert arrangement does not
rotate with master key/keyway
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1. 2. 3. 4. 5. 6. 7.

MS 
Number

Shell 
Finish

Shell 
Size

AlternateMasterKey/
KeywayPosition

Insert 
Arrangement

Contact 
Type

Alternate Insert 
Rotation

MS90555 C 32 4 12 S Y

Commercial 
Number

Shell 
Finish

Shell 
Size

AlternateMasterKey/
KeywayPosition

Insert 
Arrangement

Contact 
Type

Alternate Insert 
Rotation

CL90555* C 32 4 12 S Y

Designates

MS90555 Wall Mount Receptacle (Power Source)
MS90556 Straight Plug

MS90557 CableConnectingReceptaclewithoutCouplingRing
MS90558 WallMountPlugwithCouplingRing(Equipment End)

Designates Current Carrying Capability

28 40 amperes

32 60 amperes

44 100 amperes

52 200 amperes

Easy Steps to build a part number... Class L Series

Step 1. Select a MS Number

Step 3. Select a Shell Size - (related directly to 
current carrying capability)

Step 5. Select an Insert Arrangement

Seepages464-465foravailableinsertarrangementsforClassLconnectors.
Insertarrangementsaredeterminedbyconnectorsize(currentcarrying
capability)andcableconfigurationtobeaccommodated.

Step 4. Select an Alternate Master Key/Keyway Position if needed
Ndesignatesnormalposition.Positions1,4,5and6ofthemasterkey/keyway
preventcross-matingofincompatiblevoltages.Seediagramonpage466.

Heavy Duty MIL-DTL-22992, Class L

HowtoOrder

Designates

C ConductiveforACcircuits
N Non-conductiveforDCcircuits

Step 2. Select a Shell Finish

Designates

P Pin Contacts

S SocketContacts

Step 6. Select a Contact Type Step 7. Select an Alternate Insert Rotation if needed
Usedtopreventcross-matingofincompatiblefrequencies.
AbsenceofaletterinthisspaceindicatesNormal(0°)
positionoftheinsert.Refertopage466.

Amphenol Federal Vendor Identification FSCM77820

MS90555/CL90555andMS90557/CL90557aresuppliedwithsocketcon-
tactsonly.MS90556/CL90556andMS90558/CL90558aresuppliedwith
pincontactsonly. 

*CommercialNumbersaresuppliedlessprotectioncapsandstrainreliefs
whichcanbeaddedseparately.

Shell 
Size

Current 
Rating 
Amps

Shell Master Key/Keyway Position

60Hz & 400 Hz

1 Phase 3 Phase

2 Wire 3 Wire 3 Wire 4 Wire

120  VAC 240 VAC
120/240 

VAC
450/480 

VAC
120/208 

VAC
240/416 
VAC

277/480 
VAC

28 40 4(120°) 5(135°) 4(120°) – 4(120°) 5(135°) 6(150°)

32 60 4(120°) 5(135°) 4(120°) – 4(120°) 5(135°) 6(150°)

44 100 4(120°) – 4(120°) 1(60°) 4(120°) 5(135°) 6(150°)

52 200 – – 4(120°) – 4(120°) 5(135°) 6(150°)

Grounding Assemblies: Finish C

Shell 
Size

Current 
Rating 
Amps

Shell Master Key/Keyway 
Position

DC

2 Wire

28 VDC

28 40 N(105°)

32 60 N(105°)

44 100 N(105°)

52 200 N(105°)

Non-grounding Assemblies: Finish N

Designates

CL90555 Wall Mount Receptacle (Power Source)
CL90556 Straight Plug

CL90557 CableConnectingReceptaclewithoutCouplingRing
CL90558 WallMountPlugwithCouplingRing(Equipment End)

Step 1. Select a Commercial Number
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MS (CL) 90555, MIL-DTL-22992, Class L

Wall Mount Receptacle (power source)

Shell 
Size

A Thread 
Class 2A 

.1428P-.2857L 
Double Stub

F* 
±.031

G Dia. 
+.006 
–.010

H 
±.005

J 
+.016 
–.000

N Dia. 
+.011 
–.020

R 
(BSC)

S 
+.021 
–.020

T Dia. 
±.005

28 2.000 1.376 1.938 1.514 2.188 2.000 1.844 2.375 .177

32 2.250 1.376 2.188 1.514 2.188 2.250 2.062 2.625 .209

44 3.000 1.438 3.062 1.733 2.532 3.125 2.812 3.375 .281

52 3.500 1.438 3.562 1.733 2.532 3.625 3.156 3.875 .281

Part  
Number

Shell 
Finish

Shell 
Size

MasterKey/Keyway 
Position

Insert 
Arrangement

Contact 
Type

Alternate 
Insert Rotation

MS90555 C or N XX X XX P or S X

CL90555** C or N XX X XX P or S X

PART # To complete, see how to order page 467.

Alldimensionsforreferenceonly.

ProtectivecoverMS90563issuppliedaspartofthisconnectorassembly.Refertopage473fordimensions.

*Fdimensionappliesonlywhenrearnutisfullytightened.

**CommercialNumbersaresuppliedlessprotectioncapsandstrainreliefswhichcanbeaddedseparately.

J

.531
MIN
FULL 
THD

F*

G N

GROMMET

GASKET

H

A

T
4 HOLES

S

R
.312

+.011
–.010

.750 +.031
–.000

.031
±.005
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MS (CL) 90556, MIL-DTL-22992, Class L

Straight Plug

Part 
Number

Shell 
Finish

Shell 
Size

MasterKey/Keyway 
Position

Insert 
Arrangement

Contact 
Type

Alternate 
Insert Rotation

MS90556 C or N XX X XX P or S X

CL90556* C or N XX X XX P or S X

PART # To complete, see how to order page 467.

Shell Size 
and 

Arrangement

A Thread 
Class 2A 

.1428P-.2857L 
Double Stub

C Dia. 
Max.

E 
Cable Range

K 
±.005

L Max. 
Free Length

M 
Approx. 

Free Length

N Dia. 
+.011 
–.020

Q Dia. 
Max.

28-12
2.000 2.439

1.047-.922
1.557 8.188

7.188
2.000 2.312

28-13 1.130-1.005 7.188

32-04

2.250 2.689

.969-.844

1.557 8.188

7.188

2.000 2.56232-05, 32-12 1.130-1.005 7.188

32-13 1.342-1.217 8.688

44-02

3.000 3.667

1.312-1.187

1.776 10.172

10.688

2.500 3.531
44-03 1.438-1.313 9.688

44-12 1.516-1.391 10.688

44-13 1.672-1.547 12.688

44-51

3.000 3.667

1.734-1.609

1.776 10.172

11.688

2.500 3.53144-52 1.525-1.435 11.188

44-56 1.135-1.065 7.188

52-12
3.500 4.167

2.328-2.183
1.776 11.109

17.188
3.250 4.016

52-13 2.453-2.308 18.188

Alldimensionsforreferenceonly.

ProtectivecoverMS90564issuppliedaspartofthisconnectorassembly.Refertopage473fordimensions.

ContactbushingsMS3348aresuppliedaspartofconnectorasrequired.Refertopage472fordimensions.

*CommercialNumbersaresuppliedlessprotectioncapsandstrainreliefswhichcanbeaddedseparately.

M L

"O" RING

K

MAIN JOINT
GASKET

C

Q

GLAND

.750 +.031
        –.000

N E

A
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MS (CL) 90557, MIL-DTL-22992, Class L

Cable Connecting Receptacle without coupling ring

Part 
Number

Shell 
Finish

Shell 
Size

MasterKey/Keyway 
Position

Insert 
Arrangement

Contact 
Type

Alternate 
Insert Rotation

MS90557 C or N XX X XX P or S X

CL90557* C or N XX X XX P or S X

PART # To complete, see how to order page 467.

Shell Size
and

Arrangement

A Thread 
Class 2A 

.1428P-.2857L 
Double Stub

B 
±.005

C Dia. 
Max.

E 
Cable Range

L Max. 
Free Length

M 
Approx. 

Free Length

N Dia. 
+.011 
–.020

28-12
2.000 1.514 2.439

1.047-.922
8.156

7.188
2.000

28-13 1.130-1.005 7.188

32-04

2.250 1.514 2.689

.969-.844

8.156

7.188

2.00032-05, 32-12 1.130-1.005 7.188

32-13 1.342-1.217 8.688

44-02

3.000 1.733 3.667

1.312-1.187

10.125

10.688

2.500

44-03 1.438-1.313 9.688

44-12 1.516-1.391 10.688

44-13 1.672-1.547 12.688

44-51 1.734-1.609 11.688

52-12
3.500 1.733 4.167

2.328-2.183
11.062

17.188
3.250

52-13 2.453-2.308 18.188

Alldimensionsforreferenceonly.

ProtectivecoverMS90563issuppliedaspartofthisconnectorassembly.Refertopage473fordimensions.

ContactbushingsMS3348aresuppliedaspartofconnectorasrequired.Refertopage472fordimensions.

*CommercialNumbersaresuppliedlessprotectioncapsandstrainreliefswhichcanbeaddedseparately.

LC M

NE

GLAND

"O" RING

.750 +.031
        –.000

B

A

.531
MIN FULL THD
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MS (CL) 90558, MIL-DTL-22992, Class L

WallMountPlugwithCouplingRing(equipmentend)

Part 
Number

Shell 
Finish

Shell 
Size

MasterKey/Keyway 
Position

Insert 
Arrangement

Contact 
Type

Alternate 
Insert Rotation

MS90558 C or N XX X XX P or S X

CL90558** C or N XX X XX P or S X

PART # To complete, see how to order page 467.

Shell 
Size

A Thread 
Class 2A 

.1428P-.2857L 
Double Stub

F* 
+.016 
–.000

G Dia. 
+.006 
–.010

J 
±.031

K 
±.005

N Dia. 
+.011 
–.020

Q Dia. 
Max.

R 
(BSC)

S 
+.021 
–.020

T Dia. 
±.005

28 2.000 2.639 1.938 .959 1.557 2.000 2.312 1.844 2.375 .177

32 2.250 2.639 2.188 .959 1.557 2.250 2.562 2.062 2.625 .209

44 3.000 2.998 3.062 1.021 1.776 3.125 3.531 2.812 3.375 .281

52 3.500 2.998 3.562 1.021 1.776 3.625 4.016 3.156 3.875 .281

Alldimensionsforreferenceonly.

ProtectivecoverMS90564issuppliedaspartofthisconnectorassembly.Refertopage473fordimensions.

*Fdimensionappliesonlywhenrearnutisfullytightened.

**CommercialNumbersaresuppliedlessprotectioncapsandstrainreliefswhichcanbeaddedseparately.

J F

T
4 HOLES

S

R

Q

INTERFACIAL
SEAL

MAIN JOINT 
GASKET

A

K

.750 +.031
–.000

.312+.011
–.010.031

±.005

GASKET

GROMMET

N G
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MIL-DTL-22992, Class L Accessories

Contacts, Contact Bushings

A
REF

B

CH

.750
+.031

–.000

G

D

K

REF

.750
+.031

–.000

J

H C

G

Socket 
MS Part Number

Pin 
MS Part Number

Contact 
Size

Wire 
Well 
Size

A 
Ref.

B 
±.005

C 
Dia.

D 
Dia. 

±.001

G 
Dia.

H 
Dia.

J 
±.005

K 
Ref.      

M39029/49-335 M39029/48-327 4/0 4/0 3.207 2.097 .641
+.004

.500 .781±.003 .750
+.004

1.283 2.393
–.003 –.003

– M39029/48-328 4/0N 4/0 3.325 2.215 .641
+.004

.500 .781±.003 .750
+.004

– –
–.003 –.003

M39029/49-333 M39029/48-323 1/0 1 3.207 2.097 .406
+.004

.357 .609±.003 .506
+.004

1.283 2.393
–.003 –.003

– M39029/48-324 1/0N 1 3.325 2.215 .406
+.004

.357 .609±.003 .506
+.004

– –
–.003 –.003

M39029/49-331 M39029/48-320 4 4 2.786 1.738 .281±.002 .225 .417±.002 .374±.002 1.158 2.206

– M39029/48-321 4N 4 2.904 1.856 .281±.002 .225 .417±.002 .374±.002 – –

M39029/49-329 M39029/48-317 6 6 2.786 1.738 .234±.002 .178 .342±.002 .312±.002 1.158 2.206

– M39029/48-318 6N 6 2.904 1.856 .234±.002 .178 .342±.002 .312±.002 – –

M39029/49-332 M39029/48-322 4G 4 2.856 1.756 .281±.002 .225 .417±.002 .374±.002 1.752 2.862

M39029/49-330 M39029/48-319 6G 6 2.856 1.746 .234±.002 .178 .342±.002 .312±.002 1.752 2.862

MS 
Part Number

Contact Wire 
Barrel Size 

(Ref)

Wire 
Size 
(Ref)

A Dia. 
+.010 
–.003

B Dia. 
+.002 
–.003

MS3348-1-2L 1 2 .359 .396

MS3348-4-5L 4 5 .250 .272

MS3348-4-6L 4 6 .225 .272

MS3348-6-8L 6 8 .185 .225

MS3348-6-9L 6 9 .155 .225

MS3348-1-6L 1 6 .225 .396

MS3348-4-8L 4 8 .185 .272

MS3348-6-10L 6 10 .136 .225

MS3348-4/0-2/0L 4/0 2/0 .500 .629

OrderReplacementContactsbyMSpartnumberlistedbelowforeitherSocketorPin:

.700
+.017

–.016

B A

Alldimensionsforreferenceonly.

OrderContactBushingsbyMSpartnumberlistedbelow:

Seepage476and477forinformationonContactRemovalToolsforClassLconnectors.

M39029/48 
Pin Contact

M39029/49 
SocketContact

MS3348 
Contact  
Bushing
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MIL-DTL-22992, Class L Accessories

Strain Reliefs, Sealing Glands, Protection Caps

MS 
Part Number

Arrangement 
Number

A Dia. 
+.000 
–.010

H Dia. 
Cable Range L 

Approx.
Max. Min.

MS90561-2 28-13, 32-12 1.797 1.145 1.003 8.000

MS90561-4 28-02, -28-04 1.797 .844 .688 7.500

MS90561-12 28-12 1.797 1.047 .891 8.000

MS90561-13 32-13 1.797 1.342 1.185 9.500

MS90561-15 44-12 2.235 1.516 1.360 11.500

MS90561-16 44-13 2.235 1.688 1.531 13.500

MS90561-17 52-12 2.922 2.328 2.039 18.000

MS90561-18 52-13 2.922 2.500 2.211 19.000

MS90561-19 44-51 2.235 1.750 1.550 12.500

MS90561-20 44.52 2.235 1.578 1.375 12.000

MS90561-21 44-56 2.235 1.160 1.010 8.000

H

L A

OrderStrainReliefsbyMSpartnumberlistedbelow:

MS 
Part Number

Arrangement 
Number

A Dia. 
+.000 
–.020

B Dia. 
+.020 
–.000

C 
±.010

Min 
Cable 

Dia. Ref.

MS23747-2 28-13, 32-05, 32-12 1.805 1.130 1.034 1.005

MS23747-12 28-12 1.805 1.047 1.034 .922

MS23747-13 32-13 1.805 1.342 1.034 1.217

MS23747-14 44-03 2.242 1.438 1.160 1.313

MS23747-15 44-12 2.242 1.516 1.160 1.391

MS23747-16 44-13 2.242 1.672 1.160 1.547

MS23747-18 52-12 2.927 2.328 1.284 2.183

MS23747-19 52-13 2.927 2.453 1.284 2.308

MS23747-20 44-51 2.242 1.734 1.160 1.609

MS23747-21 44.52 2.242 1.562 1.160 1.437

MS23747-22 44-56 2.242 1.150 1.160 1.025

OrderCableSealingGlandsbyMSpartnumberlistedbelow:

C A

B

Protection Caps

MS 
Part Number

Use with 
Shell 
Size

A Thread 
Class 2B 

.1428P-.2857L 
Double Stub

B Dia. Ref.

C Approx.For 
MS90555

For 
MS90557

MS90563-1() 28 2.000 .177 .177 6.000

MS90563-3() 32 2.250 .209 – 4.500

MS90563-4() 32 2.250 – .177 6.000

MS90563-7() 44 3.000 .281 .281 7.500

MS90563-11() 52 3.500 .281 .281 7.500

Alldimensionsforreferenceonly.
OrderProtectionCapsbyMSpartnumberlistedinchartsbelow.
TocompletetheMSpartnumberaddletterC(Conductive)forAC
orN(Non-Conductive)forDCconnectorassemblies.

MS90563 Protection Caps used with 
MS90555 Wall Mount Receptacle, MS90557 Cable Connecting Receptacle

MS 
Part Number

Use with 
Shell 
Size

A Thread 
Class 2B 

.1428P-.2857L 
Double Stub

B Dia. Ref.
C 

Approx.
J 

Max.For 
MS90556

For 
MS90558

MS90564-1() 28 2.000 .177 .177 7.500 2.266

MS90564-3() 32 2.250 – .209 6.000 2.266

MS90564-4() 32 2.250 .177 – 7.500 2.266

MS90564-7() 44 3.000 .281 .281 8.500 2.484

MS90564-11() 52 3.500 .281 .281 8.500 2.484

MS90564 Protection Caps used with 
MS90556 Straight Plug, MS90558 Wall Mount Plug

J

A

RIVET

C

B

A

GASKET

.969
MAX

C

B

MS90561 
Cable Strain  

Relief

MS23747 
Cable  

Sealing Gland
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MIL-DTL-22992, Class L

Installation Instructions

Completeinstallationinstructions(L-1014)forClassLconnectorsare
availableonlineatwww.amphenol-aerospace.com

Thefollowingpagesarecondensedassemblyinstructionstofamiliarizethe
userwiththeinstallationprocedureandtoolingrequired.

Cable Preparation
(MS90556andMS90557connectorsonly)

Thefollowingtableshowsthestandardwirecolorcoding,generatorterminal
markings,andconnectorcontactidentificationusedwithClassLconnectors.

Standardized Generator Wiring and Connections

Generator 
Terminal Marking

Current
Contact 

Designation
Conductor 

Circuit
Wire Color

+(POS) 
–(NEG)ground

28Vdc 
28Vdc

A 
N

Positive 
Negative

Black 
White

L1 

L2 

L3 

L0 

G(orGnd)

AC 
AC 
AC 
AC 
AC

A 
B 
C 
N 
G

Phase A 
Phase B 
Phase C 
Neutral 

Safetygrounding

Black 
Red 
Blue(Commercialmaybeorange) 
White 
Green(Commercialmaybebare)

Step 1) Determinecablelaytofacilitatealignmentofcontactsandinsert
holeswithoutwirecrossing.

Step 2) Stripcablejackettodimensionshown.Avoidcuttingornicking
individualconductorinsulation.

Connector 
Size

D Inches 
Approx.

28 3.000

32 3.000

44 4.250

52 5.000

D SEE
NOTE

OUTER
JACKET

NOTE:Someinsertarrangementsrequirethattwoor
moregroundwiresareterminatedintoonecontact.
Dimension D must therefore be increased to permit 
routingthesewiresaroundthelargerconductors.

Step 3) Installconnectorcomponentsintheordershownintheapplicable
assemblyviewillustratedonpages475and476.

Step 4) Stripinsulationofindividualconductorsto3/4inchfromendof
connector.
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MIL-DTL-22992,ClassL
InstallationInstructions,cont.

MS90555 
Wall Mount Receptacle

MS90556 
Straight Plug

NOTE:Onshellsize32connectors,item#6(glandwasher)iscontainedwithin
item#5(backadapter).

9 8 7 6 5

4 3 2 1

11 10

5 4 3

2 1

Wall Mount Receptacle 
Components:
1. Shell

2. InsertAssembly,Socket
3. Contact,Socket
4. GrommetAssembly,

Socket
5. Nut, Retaining

6. ProtectiveCapAssembly 
(notshown)

7. FlangeGasket(notshown)

StraightPlugComponents:
1. Shell&CouplingNut 

Assembly
2. InsertAssembly,Pin
3. Contact, Pin

4. SpacerAssembly,Pin
5. BackAdapter
6. Gland Washer

7. Gland

8. Cable Grip

9. Gland Nut

10.Lockwasher(3each)
11.Screw(3each)
12.ProtectiveCapAssembly 

(notshown)
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MS90557 
Cable Connecting Receptacle

MS90558 
Wall Mount Plug

NOTE:Onshellsize32connectors,item#6(glandwasher)iscontainedwithin
item#5(backadapter).

MIL-DTL-22992, Class L

InstallationInstructions,cont.

9 8 7 6 5

4 3 2 1

11 10

5 4 3 1

2

Cable Connecting Receptacle 
Components:
1. Shell

2. InsertAssembly,Socket
3. Contact,Socket
4. SpacerAssembly,Socket
5. BackAdapter
6. Gland Washer

7. Gland

8. Cable Grip

9. Gland Nut

10.Lockwasher(3each)
11.Screw(3each)
12.ProtectiveCapAssembly 

(notshown)

WallMountPlugComponents:
1. Shell&CouplingNut 

Assembly
2. InsertAssembly,Socket
3. Contact, Pin

4. GrommetAssembly,Pin
5. Nut, Retaining

6. ProtectiveCapAssembly 
(notshown)

7. FlangeGasket(notshown)
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InstallationInstructions,cont.

Contact 
Part Number

Size Type
Crimping 

Tool*
Locator* Die*

Removal 
Tool

M39029/48-327 

M39029/49-335 

M39029/48-328

4/0 
4/0 

4/0N

P 
S 
P

Pico Model 400B 
or  

400B-1
4297-1 414DA-4/0N-1 MS90562-1

M39029/48-323 

M39029/49-333 

M39029/48-324

1/0 
1/0 

1/0N

P 
S 
P

Pico Model 400B 
or  

400B-1
4297-3 414DA-1/0N MS90562-3

M39029/48-320 

M39029/49-331 

M39029/48-321 

M39029/48-322 

M39029/49-332

4 
4 

4N 
4G 
4G

P 
S 
P 
P 
S

Pico Model 400B 
or  

400B-1
4297-5 414DA-4N MS90562-5

M39029/48-317 

M39029/49-329 

M39029/48-318 

M39029/48-319 

M39029/49-330

6 
6 

6N 
6G 
6G

P 
S 
P 
P 
S

Pico Model 400B 
or  

400B-1
4297-6 414DA-6N MS90562-6

* AvailablefromPicoCrimpingToolsCo., 
9832JerseyAve.,SantaFeSprings,Ca
90670 

Phone:805-388-5510

OrderMS90562contactRemovalToolbyMSpart
numberlistedbelow:

MS Part 
Number

Contact 
Size

A Dia. 
+.000 
–.002

M81969/27-01 4/0 .790

M81969/27-02 2/0 .696

M81969/27-03 1/0 .558

M81969/27-04 2 .462

M81969/27-05 4 .376

M81969/27-06 6 .354

MS90562ContactRemovalTool

A

2.500 ±.016

Alldimensionsforreferenceonly.

ContactRemoval
Step 1) Loosenallrearaccessoriesandslidebackalongcable.
Step 2) Removespacerorgrommetassemblywithcontacts

fromconnectorinsert.
Step 3) Usingtheappropriatesizecontactremovaltool,push

tooloverfrontofcontactuntilitbottomsinspaceror
grommetassemblyhole.Thiswillopencontactretaining
bushingandallowcontacttoberemovedfromthe
spacerorgrommetassemblyfromtherear.Whenusing
jacketedcable,allcontactsshouldbereleasedfrom
contactretentionbushingsbeforeremovalfromspacer
orgrommetassemblyisaccomplished.

ConnectorAssembly
Step 1) Ifinsertsarenotalreadypositionedinthe

connectorshell,alignlargetaboninsertwith
large slot in shell and push insert in until it 
bottomsinshell.

Step 2) ApplyathincoatingofDowCorningDC-4
lubricanttotheperipheryofcontactholesin
spacerorgrommetassembly.Pushcontactsinto
rearofspacerorgrommetassemblyuntillocked
intocontactretainerbushing.

Step 3) Aligncontactswithproperholesininsert.Small
keyofinsertmustbealignedwithappropriate
keywayinspacerorgrommetassembly.Slide
contacts into insert holes until spacer or grommet 
assemblybuttsagainstinsert.AthinfilmofDow
CorningDC-4lubricantappliedtotheperiphery
ofinsertcontactholeswillprovidemaximum
sealingefficiency.

Step 4) Assembleaccessoriestoconnector.Theback
adapter“O”ringshouldhaveaverythinfilmof
DowCorningDC-4lubricantapplied.Outer
surfacesonlyofglandshouldbelubricatedwitha
thinfilmofUniTempGreaseEP.Avoidgetting
grease on inside surfaces of gland and on cable 
jacket.

Step 5) Tighten retaining nut or gland nut on shell or 
adapter.Ametal-to-metalseatingconditionis
desirable,butmaynotbeattainablewith
maximumcablediameters.

Ifcrimpingtoolsareavailable,contactsmaybe
affixedtoconductorsbysoldering.Userosin-alcohol
solderflux,agoodgradeof60/40solderanda500
wattsolderingironorprobetyperesistance
solderingequipment.Pre-tinconductorsbefore
soldering.Soldermustnotbepresentonshoulderor
retentionareaofcontact.

Contact Installation
Step 1) Insertstrippedconductorsincontactwirewells.Ifcontactbushingisused,insert

conductorinbushingandbushingincontactwirewell.Iftwoormoregroundwires
areinsertedintoasinglecontact,makesureallwiresarefullyseatedinwirewell.

Step 2) Select correct crimping tool, locator and die combination from the table for contacts 
tobeinstalled.Withconductororcontactbushinginplace,insertcontactintotool.
Closecrimpingdiefullytoformauniformcrimp.


