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SPECIFICATION:

1. CONTACT CURRENT RATING: 1 A

2. CONTACT RESISTANCE: 10m OHM MAX.
3. OPERATING TEMPERATURE: -55°C TO +105°C
4. DIELECTRIC WITHSTANDING VOLTAGE: 500 VAC AT SEA LEVEL
5. INSULATION RESISTANCE: 1000 MEGOHMS MINIMUM
6. INSERTION FORCE: 12 0z MAX.

7. EXTRACTION FORCE: 0.75 oz MIN.

8. CONTACT RETENTION: 10lb (44N) MINIMUM
9. CONNECTOR RETENTION: 10lb (44N) MIN. (INSULATOR PUSH OUT OF SHELL)
10. CONTACTS: PHOSPHOR BRONZE
@ 11. INSULATORS: POLYESTER RESIN AND GLASS FIBER REINFORCED (UL 94 V-0); BLACK
12. SHELL: STEEL; 80pin TIN OVER 30pin NICKEL

13. METAL STRAIN RELIEF: STEEL; min. 50pin NICKEL PLATED
14. CONTACT FINISH: 8pin GOLD OVER NICKEL

@ 15. 1.D.C. TERMINAL FINISH: TIN OVER NICKEL

16. WIRE SIZE: AWG 26 OR 28 STRANDED, 1.27mm CONDUCTOR CENTER FLAT CABLE
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